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SUMMARY 
An analysis is presented of rim cooling of gas-turbine blades; 
that is, reducing the temperature at the base of the blade (wheel 
rim), which cools the blade by conduction alone Formulas for tem-
perature and stress distributions along the blade are derived and, 
by the use of experimental stress-rupture data for a typical blade 
alloy, a relation is established between blade life (time for rup-
ture), operating speed, and amount of rim cooling for several gas 
temperatures. The effect of a blade parameter combining the effects 
of blade dimensions, blade thermal conductivity, and-heat-transfer 
coefficient is determined. The effect of radiation on the results 
is approximated. The gas temperatures ranged from 13000 to 19000 F 
and the rim temperatures, from 00 to 10000 F below the gas tempera-
ture,. This report is concerned only with blades of uniform cross 
section, but the conclusions drawn are generally applicable to most 
modern turbine blades. For a typical rim-cooled blade, gas-
temperature increases are limited to about 2000 F for 5000 F of 
cooling of the blade base below gas temperature, and additional 
cooling brings progressively smaller increases In order to obtain 
increases in gas temperature of the order of 4000 F either very 
large increases In thermal conductivity or very large decreases in 
heat-transfer coefficient or blade length are necessary, The increases 
in gas temperature allowable with rim cooling are particularly small 
for turbines of large dimensions and high specific mass flows. For 
a given effective gas temperature, substantial increases in blade 
life, however, are possible with relatively small amounts of rim 
cooling.
INTRODUCTION 
An investigstioa of the cooling of gas turbines is being 
conducted by the NPLCA that includes direct blade cooling by the 
passage of liquid or air through hollow blades and indirect blade
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.cooling by reroval of heat from the blade root or tip. In part I 
(reference 1) of a series of reports written on this investigation, 
calculations of the radial temperature distribution through the 
rotor and blades of a gas turbine are made in which the blades are 
cooled indirectly by air blown over finned surfaces on the rotor 
and the blade tips. The calculations were made for assumed cooling-
air and gas temperatures by means of an analysis developed in that 
report. It was found as a result of the calculations that the base 
of the blade was cooled about 5000 F below the gas temperature. 
The benefits of blade cooling may be measured by increases in 
allowable gas temperature, blade speed, or blade life, where life 
Is the time to rupture due to centrifugal stress. Speed is 
ordinarily limited for aerodynamic reasons by the design Mach number 
and the purpose for whi ch the turbine is used usually deteimines the 
desired life. 
The purpose of the present report is to continue the analysis 
of indirect cooling of turbine blades, the difference between this 
report and part I being that the blade tips are assumed insulated 
in the present case and an analysis is developed for given rim 
temperatures rather than cooling-air temperatures. The benefits of 
blade cooling are determined in terms of turbine operating conditions 
by combining the temperature distribution in the blades with the 
mechanical limitations to blade operation. The report is limited 
to rim-cooled blades; that is, blades cooled only at the base. In 
this report the effectiveness of rim cooling is Indicated by the 
Increases in allowable gas temperature that can be obtained without 
changes in blade Mach number or blade life. The, increase in blade 
life that could be obtained by a sacrifice of some of the Increase 
in allowable gas temperature is indicated, and the effects on rim-
cooling effectiveness of blade dimensions, blade thermal conductivity, 
and heat-transfer coefficient from the hot gases to the blade are 
evaluated. The elongation of the blade due to creep and its 
importance as a. limitation on blade operation are determined. Calcu-
lations are made for gas temperatures of 1300 0 to'19000 F and for 
rim temperatures up to 10000 F below gas temperature. 
s0I-s 
a	 velocity of sound at Te, (ft/sec) 
A	 blade cross-sectional area, (sq ft) 
B	 number of blades
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D	 mean diameter of turbine blades ( 2rt - L), (ft) 
e	 percentage elongation at any blade point 
em	 percentage elongation of blade metal 
et	 total percentnge elongation of blade 
F	 fraction of blade surface area exposed to radiation from one 
side 
g	 acceleration of gravity, 322 (ft/sec2) 
h	 heat-transfer coefficient based on Te, Btu/(1)r)(sq ft)(°F) 
k	 blade thermal conductivity, Btu/(hr)(ft)(°F) 
L	 blade length, (ft) 
M	 tip Mach number index, V/a 
Mmax limiting tip Mach number index, Vr/a 
p	 blade perimeter, (ft) 
r	 radius of turbine at any point on blade, (ft) 
rt	 tip radius of turbine, (ft) 
P	 gas constant, 53.5 (ft-lb)/(lb)(°R) 
s	 actual stress at any point on blade, (lb/sq in.) 
5max stress for rupture for given life and temperature, (lb/sq in.) 
T	 temperature of blade at any point, (°R) 
Ta	 allowable temperature at any blade point, (°) 
Te	 effective gas temperature for use in heat-transfer equa-
tions, (°R) 
ATe
	
permissible increase in effective gas temperature due to 
blade cooing for constant	 (°F) 
T 
	
total temperature of inlet gas, (°)
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TR	 average blade temperature used In radiation approxima-
tion
., (°R) 
T0	 temperature at blade root (wheel rim), (°i) 
T1	 temperature of radiating surface on inlet side of blades, 
inlet nozzles, (°R) 
T2	 temperature of radiating surface on exhaust side of 
blades, (°R) 
V	 blade tip speed, (ft/sec) 
Vm	 blade velocity at mean diameter, (ft/sec) 
Vmax limiting blade tip speed, (ft/sec) 
VW	 whirl component of Inlet gas, (ft/sec) 
x	 distance from blade root to any point on blade, (ft) 
x	 critical blade point, (ft) 
Y, Z parameters defined by equation (17) in appendix 
a	 parameter equal to Jhp/iA, (rt)
-
ratio of specific heats 
emissivity of metal surfaces 
P	 density of blade metal, (slugs/cu ft) 
Stefan-Boltzmann constant, 0.174 x 10 8
 Btu/(hr)(sq ft)(°P)4 
angular velocity of turbine wheel, (radians/sec) 
THEORETICAL ANALYSIS 
A1thouh a relation between the effective gas temperature Te 
and the amount of cooling Te - T0 for a constant limiting Mach 
number index iY	 is desired, the method of analysis makes it 
necessary to calculate first the values of the tip speed at rupture 
and the corresponding values of Mmax for assumed values of Te
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and Te - T0. The method consists In combining calculated tempera- 
ture and stress distributions in the blade with experimental stress-
rupture data. The solution depends upon the choice of blade metal, 
the expected blade life, and the values of two dimensionless param-
eters aL and L/rt. Means of accounting for radiation and of 
calculating the blade elongation due to creep are also presented. 
Assunpons. - In the derivation of expressions for the temper-
ature and stress distributions, the following simplifying assump-
tions are made: 
1. The blade is of uniform cross-sectional area and perimeter. 
2. The heat-transfer coefficient and the effective gas 'tempera-
ture are constant over the blade height. An average value for the 
thermal conductiv'.ty can be used over the blade height because the 
variation of condLctivity with temperature is small for most turbine 
metals.
3. The blade tip is perfectly insulated. This assumption has 
little effect on the calculated temperature distribution except very 
close to the tip, because the temperature of the blade tip in the 
usual case differs only a small amount from the gas temperature and 
the tip area is usually small compared with the surface area of the 
blade. If cooling were applied at the tip, as in reference 1, the 
temperature distribution would be considerably affected, but the 
temperature at the critical point of the blade, which is nearly 
always within the Inner half of the blade length, would remain 
essentially the same. 
4. The temperature gradients in any cross section of the blade 
perpendicular to the radius of the turbine are negligible. 
5. Bending stresses in the blade are negligible with the result 
that the calculated blade stress is uniform over any cross-sectional 
area.
Temperature distribution. - The blade temperature at any point 
is found from a heat balance of the blade. (See appendix.) If 
radiation Is neglected,
coshi aL (1 - 
T = Te
	
	
(Te - To)	 (1) 
cosh aL
6
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where
= .jp/kA 
The inclusion of radiation, by means of an approximation sug-
ested in a publication of the General Electric Company gives 
x.'s\1 
T =	
cosh[	 L(l - )J(z T0)	 (2a)
cosh fiL 
where
A/( L = al J1+8€F T 3	 (2b) 
and
-Te + oCF(	 (T14 + T24 + 6TR4'
(2c) 
1 + 
For given values of as temperature end rim temperature, the 
teerature distribution without radiation (equation (1)) as a func-
tion of x/L depends only on the dimensionless parameter aL, which 
is fixed by the blade dimensions, the blade conductivity, and the 
heat-transfer coefficient. This parameter may be considered as a 
measure of the ratio of the average temperature drop over the blade 
length to the average temperature drop across the film between the 
hot gases and the blade. Accordingly, as the value of aL is 
decreased, an increased percentage of the temperature drop between 
the gas and the blade root occurs through the film and all blade 
temperatures are reduced. The temperature distribution including 
radiation (equation (2a)) is identical to equation (1) with ./Y L 
substituted for aL and Z/Y for Te. 
Stress distribution - The actual stress In the blade at any 
point x Is found by integrating the centrifugal load over the 
portion of the blade from point x to the tip 
p(rt2-r2 
2u0	 288	 L	 rt 
For given vales of blade metal density and 
blade height to turbine radius at the blade tip, 
bution as a function of x/L depends only on th
- X)2} 
of the ratio of 
the stress distri-
s blade tip speed.
d_LTi,/i 
d(EX)
[a(, nmax)] 
\ U ;
(6'o) 
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Limiting tip speed. - Experimental stress-rupture data for blade 
metals give the IL]aximui stress the metal can withstand for a given 
temperature and life. If the blade life is specified, the maximum 
stress is a function of only the temperature 
5max = 9max (T)	 (4) 
Equatioris 	 and (4) may be combined to find the allowable temper-
ature at any blade point and for any blade speed for a given blade 
metal and constant values of blade life, gas temperature Te, amount 
of rim cooling (T0
 - T0), and the parameters uL and L/rt: 
Ta = Ta(	 )	 (5) 
A family of curves of Ta as a function of x/L with V as a 
parameter may be drawn. 
Failure occurs when the actual blade temperature at one blade 
point is greater than the allowable temperature. The limiting tip 
speed is that for which the allowable temperature is Just equal to 
the actual temperature at one point on the blade, which is called 
the critical blade point because the blade would fracture at this 
point If the tip speed were increased. Mathematically, the limiting 
tip speed and the critical blade point are defined by two simulta-
neous equations
(Xc)
	 (xc= Ta T' max	 (6a) 
where T(x/L) is the temperature distribution given by equation (1) 
or (2a). If the solution gives a critical point outside the blade 
length, equation (6b) is invalid and the critical point is at the 
root; in this came Vj..jax is found from equation (6a) with xc/L 0. 
Because of the empirical origin of the function Tai these equations 
are conveniently solved by graphical methods, as Illustrated in fig-
ure 1. 
The tip Mach number index is defined as the tip speed of the 
blade divided by the velocity of sound in the gas and is a measure 
of the actual Mach number of the gas flowing past the blade for a 
given velocity diaram. If the velocity of sound is calculated from 
the effective gas temperature, the limiting tip Mach number index is
 
expressed
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V 
nax =	
= ,JYgRTe 
Blade creep. - Experimental data on the creep propert1s of 
blade metals give the percentage elongation for a given life as a 
function, of metal temperature and stress 
	
em = em (T, s)
	
(8) 
When equation (8) is combined: with the actual stress-distribution 
equation (3) and the temperature-distribution equation (1) or (2),. 
the actual percentage elongation of the blade at any point and for 
any tip speed may be found
	
= e Q- 1 v)	 (9) 
The total percentage elongation of the blede is found by integration 
over the blade height for any blade speed, 
et
=f 	 v) d()	 (10) 
This equation is useful only for values of V Vmax because, for 
greater values, the elongation of the blade becomes infinite, corre-
eronding to blade fracture. The evaluation of equation (10) may he 
carried out grarhically. 
APPLICATION OF ANALYSIS 
The foregoing analysis is•eneral and applies to any blade of 
uniform cross section. A blade section was assumed and the corre-
sponding values of the dimensiorilesc parameter aL and L/ rt were 
used to obtain quantitative results. These values are referred to 
as the "basic" values. In order to show the effect of heat-transfer 
coefficient, blade conductivity, and blade dimensions on the results, 
calculations were made for values of aL equal to 1/3, 1/2, 1, 2, 
anc 3 times the basic value. A single value of L/rt was used 
throughout because the effectiveness of cooling depends very little 
on L/rt for the usual range of values for constant aL. The quan-
titative results are also dependent on the assumed mechanical prop-. 
erties of the blade metal. Values of the effective gas temperature 
from 13000 to 19000 F and of amounts of rim cooling from 0 0 to 10000 F 
were assumed. The value!of the limiting Mach number index was calcu- 
lated for each pair of values of Ta and Te - T0 for a value of 7 
Of 1.31.
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Blade dimensionsonductivity, and heat-transfer coefficient. - 
The basic values of aL and L7t were determined from values of 
the blade dimensions, the blade-metal cond.üctivity, and the he
 coefficient representative of those found in modern high-
temperature gas turbines: 
Area of blade cross section . A, eq ft 	 .......... 0.000728

(or 0.1047 sq"in',) 
Perimeter,of' blade' crosè section p, ft .' • '
	
... 0.20
(or 2.40 in.) 
Blade length L,ft' ..............•" •. ... . . .
	 .	
0.146
(or 1.75 in..). 
Radius at tip rt, ft . . . . .........	 .	 0.570 
(or 6.84 in.)	 .	 . 
Thermal conductivity of the blade k, Btu/(hr)(ft)(°F) . 	 . • 12
Heat-transfer coefficiexit h Btu/(lir)(sq ft)(°F) ......• 40 
Basic value of cL
	
..................... 4,42 
Basic value.of L/rt	 • • . .......... . . .	 •	 • 0.26 
The vahe,of. h of 40 Btu/(hr)(sq ft)(°F.) corresponds to relatively 
low miss flows; because of this relatively low value of h and the 
choice of a fairly short blade, the basic value of a.L probably is 
as low as is obtainabie.at present. 
Mechanical properties of blade metal. - The assumed mechanical 
properties of the, blade metal are shown in figures 2 and 3. These 
properties are based on available data (references 2 and 3) for 
S497 alloy, which is a forged ferrous alloy, high in nickel, chro-
mium., and cobalt content with a density of 0.31 pound per cubic inch, 
and are extrapolated to include a wide range'of temperatures. The 
stress-rupture properties (fig. 2) are typical of the stro%er alloys 
now available for turbine blades but the creep properties (fig. 3) 
are relatively poor... S497 was selected in order to accentuate any 
possible creep limitations in blade design. 
Effective 8as temperature. - The effective gas temperature Te 
rather than the total temperature at the inlet to the turbine T i-, is 
used in the analysis because it is the temperature that enters into 
the heat-transfer equation. The power and the efficiency of a 
compressor'-tu:rbine unit, however, depend on Tg, and the relation 
between these two temperatures should be known. 
The effective temperature is approximately equal to the total 
temperature relative 'to the moving blades; the ratio of the total 
inlet temperature to the effective temperature calculated at the mean 
blade diameter is therefore 
=i+ y - l (-)2.
	
'\ 
(2'-I 
Te	 2	 a
	
V
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where
Vm V D 
a - a 2rt 
For a constant blade Mach number and a given velocity diagram, which 
determiTles Yw/Vm, the inlet total temperature is directly propor-
tional to the effective temperature. For example, if the Mach number 
index is. set. at 0.5 (and D/2rt = 0.87), Tg/Te = 1.041 for V,/V. 1.2 
(typical of reaction blades) and Tg/TO 1.088 for Vw/Vm = 2.0 
(typical of impulse blades). 
Radiation. - The effect of radiation on the temperature distri-
bution depends to a great extent upon the particular installation of 
the turbine, which determines the values of the temperatures T1 and 
T2 as well as the validity of thi approximations used in treating 
radiation. (See appendix.) The results were calculated without 
radiation,' but the manner in which the various radiation assumptions 
modified these results was investigated. 
In the application of the radiation equation (2a), the following 
assumptions were made: 
1. The average blade temperature TR used in the approximation 
T4 4Tp3
 T - 3TR4 
given in the appendix as equation (15), was set equal to 
Te - (1/4) (Te - T0); this value was determined by comparing the tem-
perature distribution given by equation (2) for several values of 
TR with one found by numerical integration of the exact differential 
equation for a typical case. For extremely high conductivities or 
low heat-transfer coefficients, this value of TR gives blade tem-
peratures that are slightly low. A somewhat lower value for 
would be more accurate for this case. 
2. Values of T2/T1 of 1.0, 0.9, 0.75, and 0 with T1 equal 
to Te were assumed; more generally, if T1 does not equal T0, 
these assumed values correspond to values of T14 + T24 of 2.0, 
1.656, 1.316, and 1.0 times the value of T 54 , respectively. The 
values of T1 for a given T. depends on the difference between 
the Inlet total temperature and the effective gas temperature and 
on the extent to which the nozzles are cooled. The temperature T2 
on the exit side of the blades is particularly dependent on the 
installation because the value of T 2
 depends on whether the blades 
exhaust to the stators of another stage, to an exhaust hood, or 
directly to the atmosphere.
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3. The factor £F, which enters equations (2b) and (2c), was 
set equal. to 0.312. This value was obtained by assuming closely 
spaced blades, for which the total blade-surface area exposed to 
radiation from either side is approximately equal to the annulus 
area tDL. 0onsequent1y, F was set equal to nrL/BpL wh:Lch was 
evaluated, as 0.312 using the basic blade dimensions ancLa value of 
B of 50. The value of c was considered equal to 1, Which is 
close to the value for oxidized mótal surfaces. 
RESULTS AND DISCUSSION 
, Fffectiveness of.rim cooling for basic blade. - The over-all 
effect of rim cooling for the basic blade (aL = 4.42) is shown in 
figure 4; radit,Ion effects and blade elongation are riot included. 
Because the basic value of aL is lower than that for most modern 
turblnés these results for the basic blade may he consIdered repre-
sentative of the turbines for which rim cooling is most offctivo. 
Blade life is plotted on a logarithmic scale against the limiting 
Mach number index; families of curves, each for a constant effectiv' 
gas temperature and several: amounts of rim cooling are shown. Large 
Increases in blade life can be obtained with small increases in the 
amount of cooling at a constant Mach number index. For example, 
increasing the amount of cooling from 2000 to 4000 F at a gas temper-
ature: of 15000 F and a constant limiting Mach number index of 0.5 
results in Increasing the allowable life e!&itf old. Because the 
curves of figure 4 are approximately parallel, results for a single 
value of blade life are fairly typical of all values. 
A cross plot of curves of the type in figure 4 at 1000 hours 
(fig. 5) shows the effective gas temperature'  as a function of the 
amount of rim cooling for constant values of the limiting Mach number 
index. Figure 5 indicates the effect of different amounts of rim 
cooling on the allowable gas temperature for a given design because 
the limiting Mach number index at which a turbine is to be operated 
3s determined by the design. 
The data of figure 5 for a constant limiting Mach number index 
of 0.5 have been replotted in figure 6 as the increase in gas tem-
perature AT, greator than that a-l1owablo without cooling. The 
corresponding increase in the Inlet totlteniperature Is from 2 to 
10 percent greater than the value of 8T,, depending on thu velocity 
diagram of the turbine. Lines of constant limiting Mach number ndex 
of 0.4 and 0.6 give values of ATU, that vary ices than 30? F from 
those in figure 6. This small effect of Mach number Index can be 
expla:;.ned by the fact that the lines of constant limiting Mach number 
index are approximately parallel in figure 5. At lower. limiting Mach
12
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numbers, the values of AT, are slightly less; therefore, rim 
cooling is somewhat less effective at high gas temperature. 
It should be emphasized that figures 4 and 5 give values at 
rupture, whereas in actual operation a turbine would be run with 
some factor of safety. The actual operating point could be deter-
mined either by expressing the desired life as some fraction of that 
for rupture or by using an effective gas temperature somewhat lower 
than that for rupture. If these actual operating conditions were 
shown in figures 4 and 5, the only significant change would be a 
general displacement of the curves relative to the axes. If the 
factor of safety is introduced only by means of a specified reduc-
tion in the effective gas temperature, the curves of figure 6 are. 
valid for the actual operating conditions as well as for those at 
rupture. 
For the basic blade (aL = 4.42), increases in effective gas 
temperature from 1400 to 2000 F are made available by the first 
2500 to 5000 F of rim cooling (fig. 6) but 1000 0 F of cooling gives 
an additional increase of only 600 F. This effect can be explained 
to some extent by the fact that, for the greater amounts of cooling, 
the critical blade point is farther from the root (fig, 7) and there-
fore more difficult to cool. Actually, the first amounts of cooling 
and the corresponding large increases in allowable gas temperature 
may not be available in most turbines because the rim may be 1000 to 
3000 F below the gas temperature as a result of the cooling of the 
wheel and the shaft by lubricating oil and radiation. 
Effect of blade dimensions, conductivity, and heat-transfer 
coefficient. - The value of the dimensionless parameter aL com-
pletely determines the effect of blade dimensions, conductivity, and 
heat-transfer coefficients on the results when radiation is neglected 
and the ratio L/rt is constant. 
The temperature distribution in the blade is shown in figure 8 
for an effective Gas temperature of 1500 0 F and a value of (Te - To) 
of 7000 F for seven values of aL including the limiting values of 
co and 0; these curves are superimposed on a family of allowable-
temperature curves for a 1000-hour blade life to determine the critical 
blade points. For values of aL greater than 4.42, the blade tem-
peratures are very close to the gas temperature over half the length 
of the blade, whereas for smallr values of aL all blade tempera-
tures are considerably lower than that of the gas. The critical 
blade point is close to the root for small values of aL and 
approaches the blade tip as aL Is increased to a value of about 4, 
but for larger values of aL the critical point again becomes closer 
to the root. At low values of aL, the critical blade point actually
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remains at the root for the first several hundred degrees of cooling 
but then moves quite rapidly toward the tip as cooling is increased 
(figs 7). 
The variation in the effectiveness of rim cooling with changes 
in aL is shown in figure 6 for a blade life of 1000 hours. The 
increase in allowable effective gas temperature is much greater for 
the lower values of aL; thus, for a value of T. - To of 6000 F, 
the Increase is 4400
 F for aL of 1.47, 2150 F for 4.2, and only 
900 F for 13.26. At values of aL greater than 4.42 there Is little 
increase in ATe with increasing amounts of cooling above 300 0 to 
4000
 F but, for the very low values of aL, AT0 continues to 
increase almost proportionally with Te - To over the entire range 
considered. This cooling can be used, of course, to increase blade 
life beyond 1Q00 hours by sacrificing some of the increase in gas 
temperature; for example, a sacrifice of about 600 F in gas temper-
ature for aL of 4.42 makes possible a tenfold increase in life. 
The low values of aL necessary for rim cooling to be very 
effective could possibly be obtained by increasing the value of 
conductivity or decreasing the value of the heat-transfer coeffi-
cient from the basic values. For example, the value aL is halved 
if k is increased from 12 to 48 Btu/(hr)(ft)(°F) or If h is 
decreased from 40 to 1C Btu/(hr)(sq ft)(°F). Unfortunately, none 
of the alloys now available for use at high temperatures and stresses 
has a conductivity ruch greater than 12. In a given turbine the 
increased coolin3 effectiveness obtained by Increasing the conductiv-
ity might be offset by the fact that additional heat must be removed 
from the blade to maintain the same rim temperature. 
A relatively low value of h might be obtained by a proper 
adjustment of the design velocities over the blades, but these veloc-
ities are usually restricted by aerodynamic considerations. The use 
of insulating coatings on the blade results in small reductions In 
the over-all heat-transfer coefficient from the hot gases to the 
metal blade from an Initially low value of h, such as 
40 Btu/(hr)(sq ft)(°F), although the coating can produce relatively 
large reductions from a high value. For example, if h is 40, a 
coating 0.010 inch thick with a conductivity of 0.5 Btu/(hr)(ft)(°F) 
will reduce the over-all coefficient only 6 percent; if h is 250, 
the same coating will reduce the over-all coefficient 30 percent. 
A coating, however, may weaken the blade or increase the ratio of blade 
perimeter to area p/A and thus aL, which might completely counter-
act the favorable effect of the reduction In the over-all film coeffi-
cient. 
A low value of aL can also be obtained by the use of a short 
blade or a blade with a small p/A ratio. In order to obtain the
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same mass flow when the blade' length is decreased, the tip radius 
must be increased, which means that the increased cooling effective-
ness is gained at the price of increasing the size of the turbine. 
The value of L/rt is also decreased in this case with the result 
that the calculations are not strictly applicable; it may be shown, 
however, that althOugh,a decrease in L/rt causes a considerable 
increase in the limiting Mach number index the decrease has little 
effect on the curves of AT 0 against Te - TO (fig. 6). The ratio 
of blade perimeter to area, which depends upon the shape and the 
size of the blade, is limited by aerodynamic considerations and no 
significant change in aL, can usually be obtained by a variation 
in p/A. 
On the other hand, large high-power turbines are likely to have 
values of aL considerably greater than 4,42 for two reasons: 
(a)- these turbines have large specific mass flows and conseueitly 
the value of ii is greater than 40; and (b) these turbines have 
dimensions greater than the basic values assumed. For example, if 
the heat-transfer coefficient is increased from 40 to 120 and 'all 
the dimensions are multiplied by 3 (thus multiplying Jp7 L by 
aL is increased from 4.42 to 13.26. 
Blade creep. - The distribution of local elongation due to creep 
over the blade length and the corresponding stress and temperature 
distributions are shown in figure 9 for a particular set of condi-
tions. The total blade elongation obtained by integration of the 
distribution of local elongation is also given in the figure for each 
tip speed. The-percentage elongation of the blade at rupture depends 
primarily on the terperature at the critical point where most of the 
elongation occurs. The temperature at the critical point for effec-
tive gas teuperatures from 1400 0 to 15000 F is in the neighborhood 
of 13500 F (fig. 8), at which temperature the elongation of the blade 
is a maximum (fig. 3); accordingly, the maximum blade elongation for 
these gas temperatures should be the maximum elongation for any gas 
temperature. 
The elongation of the basic blade for a gas temperature of 
15000 F is plotted against Mach number index for several amounts of 
cooling in figure 10. The maximum elongation indicated is only 
about one-sixteenth inch, which is less than most blade-tip clear-
ances. If a shorter blade life were assumed, the maximum-elongation 
at rupture would be oxpected to be somewhat larger and might be 
excessive. For longer blades the maximum percentage elongation is 
expected to be about the same; for such blades, therefore, the total 
elongation at rupture may be considerably greater than allowed by 
the tip clearances.
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Actual blade elongations, however, will be much smaller than 
the maximum values indicated because the turbine is actually oper-
ated with a factor of safety and the elongation is greatly reduced 
by a small decrease in Mach number index ora small increase in 
cooling. An actual turbine would never be operated at a speed 
corresponding to the vertical portion of the curves of figure 10, 
for very little uverspeed would result in rupture. Inasmuch as the 
creep properties assumed for the blade metal were relatively poor, 
actual turbine operation will not be limited by blade creep. 
Effect of radiation. - The effect of radiation on these results 
varies greatly with the assumed values of the radiation temperatures 
T1
 and T2. If these temperatures are equal to the gas temperature, 
the effect of radiation is approximately the same as the effect of 
an increased value of the heat-transfer coefficient or. of aL. The 
influence of radiation on the effectiveness of cooling can then be 
found by using values of ../? L as effective values of aL in fig-
ure 6. The magnitude of the increase depends upon h and TR alone 
for a constant value of cF (equation (2b)). For small values of h 
and large values of
	 (corresponding to high gas temperatures), 
the value of ffL may be as much as two or three times the value of 
aL; however, for the basic value of Ii (40 Btu/(hr)(sq ft)(°F)), 
/YL is only about 1.3 times the value of aL. 
If T1
 or T2 is assumed less than Tel as is likely for most 
turbines, the effective increase In aL will be counteracted by a 
decrease in Z/Y, which has the same effect on the temperature dis-
tribution as decreasing T 0
. In figure 11 1 the temperature distribu-
tion for the basic value of aL of 4.42 and no radiation is compared 
with that for four radiation approximations. As the value of T2/T1, 
and correspondingly z/y, is decreased, all blade temperatures are 
decreased and the limiting Mach number indices Increase; the limiting 
Mach number index for no radiation is approximately the mean of the 
values for different radiation assumptions and the critical blade 
point is somewhat closer to the tip than for the examples that include 
radiation. The increase in allowable gas temperature with radiation 
is compared In the following table with that for no radiation for 
equal amounts of cooling, T 1
 = Te 19600
 R, and a 1000-hour blade life:
16	 NACA.RM No. EThllb, 
f2/T 1 (Btuj(hi) (°R) (°F) 0 AIY L a.L
AT
	
(no	 IAT; 
raat1on)
'(radiation) 
AT	 (no radiation) 
(sq , ft. ' S . (°F) 
0.9 40 1925 665 5.62- 4 4 221 .0 .1 
.9 40 190,. 360 .5.76. 4.42 173 1.0 
9 3.0 1954 694 11-3.69 13.26 .95	 . 1.0 
9 ,() 1 .1925 665 1.87 1.47 480 1.0 
.9 4.44 3.884 624 3.78 1.47 455	 'I 
.75 4 4"" 1791 :531 3.78 1.4.7 400	 . .9 
75 40 .1883 623 p5.62. 
113.69113.26 
4.42 .	 :18 1.0 
75 '30 1947 .:57 95.	
.J 1.0
Results ' are 'shown for the two most probable radiation approximations, 
T2/ 1 equal to 0.9 and O'.75"and'for'values of . (LL of 1.47, 4.42, and. 
Ti- cus.E)6 fxi which the values of .L of 1.47 and 13.26 are 
obtained by varying h from its basic value are considered separatel3' 
from those u vhch it or the blade dimensions are varied When 
radl.ation is considred., the blade terffperature with no cooling is 
approximately Z/Y; the amowt of cooling is thus Z/Y - T 0 . Values 
of AT0 (no rad:.ai.on) were obtained from figure S at points where 
T0 Z/Y - T0. 
When .T2 /T 1 is Ô.9, the difference between the effectiveness of 
rim cooling with or without rad:Lation is slight. The only significant 
variation is for the extreme case In -which ii has been decreased to 
one-ninth its basic valuC. Radiation then becomes . a large percentage 
of the total heat input and the cooling effectiveness drops with the 
allowable. increase, ineffective gas temperature with radiation only 
70 percent of that without radiation. If .TJT 1 is assumed equal to 
0.75 Z/Y becomes relatively, low and tends to counteract the effec-
t, 1- vo increase Lathe value of aL.. For exp1o, for the oZtreme case 
when h is 4.44, the ratio of AT with radiation to AT without 
radiation is'incroaed from :0.7 to 0.9 when T2 /T 1 iu.decreasod. from 
0,9 to 0.75..
CONCLUSIONS 
From an analysis of the rim cooling of a typical gas-turbine 
blade and also variation of a blade. parameter, the following conclu 
sions were drawn: 
1. The benefits of rim cooling -are limited to increases in allow-
able gas temperature of the order of 2000 F for most blades, 
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2. For a given effective gas temperature, the addition of small 
amounts of rim cooling allows extremely large increases in blade 
life.
3. In order to obtain gas temperature increases of the order 
of 4000 F, extreme increases in thermal conductivity or decreases 
In heat-transfer coefficient or blade length are necessary; conse-
quently for turbines of large dimensions and high specific mass 
flows, the increases in gas temperature possible with rim cooling 
are particularly small. 
4. Rim cooling is most effective for the first 250 0 to 5000 F 
of cooling of the rim (below (below gas temperature); for the typical blade, 
F of cooling allows a gas temperature increase of 2000 F but 
additional cooling yields only relatively small gains in allowable 
gas temperature. 
5. In order to obtain large Increases In gas temperature, some 
direct method of cooling would probably have to be used, In which 
a considerable portion of the blade length is cooled by contact with 
a coolant fluid. 
Aircraft Engine Research Laboratory, 
National Advisory Committee for Aeronautics, 
Cleveland, Ohio.
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APPENDIX •. DERIVATION OF T4P1ATURE-DISTRIBUT10N EQUATIONS 
A heat balance for the steady state for a differential element 
dx between two planes perpendicular to the blade length and at dis-
tances x and x d.x from the blade root is conidored. The 
difference botwin the amount of heat loavin the elomont by con-
duction dQ and the amount entering by conduction clQ(x + &x) 
equal to the sum of the heat entering by convection d% and by 
radiation 
- dQ(1 d.% +- d	 (ii) 
(kA	 ) (kA \dx kA dx
d' = hp (T0	 T) dx	 d	 (12)
If dQR
 is sot equal to zero and hp/kA = 
T) 
A s ol it ion of this o quat ion is 
T - T	 C1 co3h c (x -
	
(l:)
where C1 and C 2
 are arbitrary constants Because the tip is 
assume--d to be insulated LT = 0 at x n L. At x = 0. T = T0. 
Substitution of these boundary conditions in equation (13) dives 
the final oquwtion for the temperature distribution when radiation is. 
nolocted
cosh [cLL (1 
T	 T. -.
	 coshL
	
(T - T0 )	 (1) 
Radiation may be approximately accounted for by assuming the 
blades are faood on th€ inlet side by nozzles at an average tempera-
ture Ti and on the exhaust sidu by exit stators or on exhaust hood 
at an average temperature T 2 . If the fraction of th blade-surface 
area expocod to radiation from either side is
	 and if contributions 
to	 from radIatIon between the blades aro neglected, 
= c0KTi4 T4) 	 T4)]Fdx	 (14) 
As an apiroximation T4
 is expanded linearly about an average blade 
temperature TR
	TWA RM N'-. FTh1C	 19 
T4 = 4T1 3 T - 3TR4
	
(15) 
Won equations (14) and (15) are combined and the result is substi-
tuted in equation (12)
d.2T 
-- - YT+Z=O	 (10 
dx 
where
= hpL*saFpL TR3 
kAL (17) 
	
=	
T	 fT^6T)
YAL 
If Y and Z are assimed constant over the blade hei ght"' , the gon .-
era:L solution of equation (16) 1s 
C 1 cosh[IY (x + C 2 )] Z 
T =
 --	
---
The arbitrary constants C 1 and. C2 are determined, by apply- 
the samo boundary conditions as before, and the resulting equation 
for the temperature distribution when radiation is included is 
(.- r) cosh [%TY L (i 
-• )JI (2a) 
Y 
Equations (17) may also be written 
L = ML ,/l + 8cF j R3	 (2b) 
_^ (T	
=
T24_	
(2c) 
lfOFT:TR
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Figure I. - Method of determining limiting s peed and critical 
blade point from curves of temperature distribution and 
allowable temperature.
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IU,uVU	 ZQ,UUU	 JQ,000	 40,000	 50,000 
Stress, lb/sq in. 
Figure 3. - Effect of stress on elongation due to creep for S497 at 
constant metal temperatures and blade life of 1000 hours. (Points
 
from ex perimental data In references 2 and 3.) 
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Fig. 7 
Rim cooling. T o - T, OF 
Figure 7. - Effect of rim cooling on location of critical blade 
point for various values of al., effective gas temperature of 1500 0 F, 
and blade life of 1000 hv"s.
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